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Perfectly accurate 
dot shape

Photo
Black

Matte
Black

CyanVivid
Magenta

Yellow



Cutter

Paper 
Cut Button

Smooth gradations

Reduced graininess

1440 X 1440 dpi mode

720 X 720 dpi mode

720 X 720 dpi mode 1440 X 1440 dpi mode

Examples above are printed on tracing paper.

* Compatible with certain media.

Right
compartment C Y MkPkVm



Previously, changing paper
required handling
a long spindle.

The spindle-less flange
makes changing paper
quick and easy.

Roll Media Adapter

CleaningInk Name Description

Pause/Job Cancel

Ink-Cartridge Holder 
Cover Open

Paper Feed Roller 
Release & Close

Paper Cut

E charge sensor

Print Head
Ink drop 
with E charge



HDI Driver

sizes. There are a number of layout options, including 

1

Free arrangement Minimal white space

Multiply by nesting Fit to roll

Open the driver. Set 
output size, etc. as 
usual.

2 Turn on the Layout 
Manager check box. 3 Click "Print" and the Layout 

Manager screen will be 
displayed.

4 Compatible with various layouts. Then 
just click "Print" in the upper left.



Matte finish surface Enhanced Synthetic Paper

Matte finish surface Enhanced Adhesive Synthetic Paper

Photo gloss finish Premium Glossy Photo Paper (250)

Matte finish surface Doubleweight Matte Paper

Photo gloss finish Premium Glossy Photo Paper (250)

Photo semigloss finish Premium Semigloss Photo Paper

Matte finish surface Premium Semimatte Photo Paper (250)

Matte finish surface Singleweight Matte Paper

Matte finish surface Doubleweight Matte Paper

Matte finish surface Enhanced Synthetic Paper

Matte finish surface Enhanced Adhesive Synthetic Paper

Photo gloss finish Premium Glossy Photo Paper

Matte finish surface Singleweight Matte Paper

Matte finish surface Doubleweight Matte Paper

Photo gloss finish Premium Glossy Photo Paper (250)

Matte finish surface Premium Semimatte Photo Paper (250)



SPECIFICATIONS

PRODUCT NAME Epson Stylus® Pro 7700

SIZE 24 inch wide

INK MODE 4 Colour (5 inks onboard) 10 channel 
Auto switching between Photo 
and Matte Black

PRINT TECHNOLOGY

Print Head
Nozzle Configuration
Print Direction

MicroPiezo™ TFP (Thin Film Piezo) 
Print Head
720 nozzles per colour
Bi-directional printing,  
uni-directional printing

PRINT RESOLUTION

                          
Maximum resolution
Maximum Ink Droplet Size

720dpi x 1440dpi (1440dpi x 
1440dpi Line drawing mode) 
3.5pl

INK SYSTEM

Ink type

Configuration

Ink Cartridge
Ink Capacity

Epson UltraChromeK3® Ink with 
Vivid Magenta Ink
4-Colours pigment ink (C, M, Y, 
PK, MK, LC) with 5 slots
Auto switching between Photo 
and Matte Black
Individual high capacity hot 
swappable ink cartridges 150ml, 
350ml or 700ml

PRINTER SPEED – A1 SIZE

Speed (360 x 360dpi)
Quality (720 x 720dpi)
Max Quality  (720 x 
1440dpi)

0.72 minutes
1.33 minutes
3.5 minutes

PRINTER DRIVER Windows® 7/XP 
(32bit/64bit)/2000/Vista
Mac® OS X 10.3.9 or later
Linux*

UTILITY SOFTWARE Printer Driver (Win, Mac)
Epson LFP Remote Panel 2
EpsonNet Easy Install
EpsonNet Print (Win Only)
EpsonNet Config
HDI Driver
Epson CopyFactory

PAPER INPUT CAPABILITY

Roll Media Single roll  
1 roll < 170mm / 
Outside diameter
Media width 
254mm-620mm
Maximum Media Thickness 
0.8mm-1.5mm

PAPER OUTPUT 
CAPABILITY

Output bin, Rotary cutter blade, 
single roll system

PRINTING AREA (WIDTH)

Maximum paper width Roll Paper 254mm-610mm,  
                   2 / 3 inch core
Cut Sheet 210mm-610mm

CONSUMABLES PARTS Cutter blade, maintenance tank

MAINTENANCE PARTS Pump unit, flushing box, head 
cleaner, cap assembly

RELIABILITY

Cutter Blade
Carriage Motor

Coat paper, approx. 2000 cuts
Approx. 20,000 B0+ sheets

CONTROL PANEL

Colour
Size

2.5 inch LCD screen
320 x 200 pixels

ROLL DIMENSIONS Core diameter 2” or 3”, Max. 
Outside Diameter Ø 150mm

MEMORY

Printer
Network

256MB
64MB

LANGUAGES ESC / P2 Raster

INTERFACES (STANDARD) USB2.0 (Compatible with 1.1)
Ethernet 10 Base-T 100 Base-TX

VOLTAGE / CURRENT AC 100-120V / 220-240V

POWER CONSUMPTION

Operating
Sleep
Standby

80W
14W
<1W

DIMENSIONS 1356 x 667 x 1218 (mm)

WEIGHT Printer: Approx 100kg (includes 
stand) 

WARRANTY Standard 1 year onsite

PRODUCT NAME Epson Stylus® Pro 9700

SIZE 44 inch wide

INK MODE 4 Colour (5 inks onboard) 10 channel  
Auto switching between Photo and 
Matte Black

PRINT TECHNOLOGY

Print Head
Nozzle Configuration
Print Direction

MicroPiezo TFP (Thin Film Piezo) 
Print Head
720 nozzles per colour
Bi-directional printing, uni-
directional printing

PRINT RESOLUTION

                          
Maximum resolution
Maximum Ink Droplet Size

720dpi x 1440dpi (1440dpi x 
1440dpi Line drawing mode) 
3.5pl

INK SYSTEM

Ink type

Configuration

Ink Cartridge
Ink Capacity

Epson UltraChromeK3® Ink with 
Vivid Magenta Ink
4-Colours pigment ink (C, M, Y, PK, 
MK, LC) with 5 slots
Auto switching between Photo and 
Matte Black
Individual high capacity hot 
swappable ink cartridges 150ml, 
350ml or 700ml

PRINTER SPEED – A1 SIZE

Speed (360 x 360dpi)
Quality (720 x 720dpi)
Max Quality  (720 x 
1440dpi)

0.72 minutes
1.33 minutes
3.5 minutes

PRINTER DRIVER Windows® 7/XP 
(32bit/64bit)/2000/Vista
Mac® OS X 10.3.9 or later
Linux*

UTILITY SOFTWARE Printer Driver (Win, Mac)
Epson LFP Remote Panel 2
EpsonNet Easy Install
EpsonNet Print (Win Only)
EpsonNet Config
HDI Driver
Epson CopyFactory

PAPER INPUT CAPABILITY

Roll Media Single roll  
1 roll < 170mm / 
Outside diameter
Media width 
1118mm
Maximum Media Thickness 
0.8mm-1.5mm

PAPER OUTPUT 
CAPABILITY

Output bin, Rotary cutter blade, 
single roll system

PRINTING AREA (WIDTH)

Maximum paper width Roll Paper 254mm-1118mm,  
                   2 / 3 inch core
Cut Sheet 210mm-1118mm

CONSUMABLES PARTS Cutter blade, maintenance tank

MAINTENANCE PARTS Pump unit, flushing box, head 
cleaner, cap assembly

RELIABILITY

Cutter Blade
Carriage Motor

Coat paper, approx. 2000 cuts
Approx. 20,000 B0+ sheets

CONTROL PANEL

Colour
Size

2.5 inch LCD screen
320 x 200 pixels

ROLL DIMENSIONS Core diameter 2” or 3”, Max. 
Outside Diameter Ø 150mm

MEMORY

Printer
Network

256MB
64MB

LANGUAGES ESC / P2 Raster

INTERFACES (STANDARD) USB2.0 (Compatible with 1.1)
Ethernet 10 Base-T 100 Base-TX

VOLTAGE / CURRENT AC 100-120V / 220-240V

POWER CONSUMPTION

Operating
Sleep
Standby

85W
14W
<1W

DIMENSIONS 1864 x 667 x 1218 (mm)

WEIGHT Printer: Approx 134kg (includes 
stand) 

WARRANTY Standard 1 year onsite


